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SPECIFICATION FOR WINSTON RARE EARTH LITHIUM YTTRIUM POWER BATTERY
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DIMENSIONS SRECIEICATIONS
RISE(MODEL) WB-LYP90AHA
EBEE
Nominal Capacity
kL 143mm
W 61mm
&H 218mm
RE
Operation Voltage .
ME
Discharge 2.8(V)
R <0.5(mQ)
Internal resistance
BT
BEAHEER Constant Current <3CA
Max Discharge R ES
k&R
Current Impulse Current <10CA
RAREER
Max Charge Current 180A(3CA)
BEEFNEER
Standard Charge/ 30A(0.5CA)
Discharge Current
- (80%DOD) | =5000Times
RERS
Y Cycle Life _
S Y (70%DOD) | =7000Times
% B i R 1 8
Temperature Durability <200°C
Of Case
7 E
Charge o o
e R HE -45"C~85C
Operationg :
143 61 Temperature Discharge
FRBE o
3l cl 31 Storage Humidity <75%RH

61

B ERA)

Self-discharge Rate

ERENES
Weight

<3% (H/Monthly)

3.0kg +100g




WB-LYP90AHAZR!EE b i) 7¢ 1 B 45 1

WB-LYP90AHA CHARGE & DISCHARGE CHART
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LYP battery’ s discharge curve under normal temperature . LYP battery' SCIrcuIatlon g and discharging curve under normal temperature

Voltage(V)

100% 120%
Discharge Capacity(%) Discharge Capacity(%

R EIEREEIRE TLY PR E M A9 B B4 14 b 42 TEEIRIRE TLYPHE M A 765 M dh 42

LYP battery’ s discharge curve under different temperatures LYP battery's storage characteristic curve in normal temperature

Discharge Capacity(%)

40% 60% 80% 160X 240K
Discharge Capacity(%) BFME(X) Time (day)
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